
SLIM
ALASVALO | DOWNLIGHT ARMATUR | DOWNLIGHT

ASENNUSOHJE | MONTERINGSANVISNING | MOUNTING INSTRUCTIONS

Valaisimen saa asentaa vain sähköalan 

ammattilainen. Käytä ainoastaan 

syöttöjännitettä ja taajuutta joka on 

merkitty liitäntälaitteeseen. Kytke 

virta pois päältä ennen asennusta 

tai huoltoa. Tämä asennusohje on 

säilytettävä ja sen on oltava käytössä 

asennuksessa ja huollossa.

Vi rekommenderar att installationen 

görs av en behörig elektriker. Använd 

endast driftspänning och frekvens 

som är märkt på förkopplingsdonet. 

Bryt av stömmen för installation eller 

service. Denna monteringsanvising 

bör sparas och finnas tillgänglig vid 

installation eller framtida service.

Only a professional electrician is 

allowed to do the installation. Use 

only rated voltage and frequency as 

marked in the driver. Switch off the 

current before installation or service. 

This mounting instruction must be 

kept available during installation and 

for future maintenance.

11~12 mm

4,0 mm

220–240V~

4207582 / 4207583

4207580 / 4207579

SLIM KOODI/CODE M-ERÄ EAN 

4207580 IP44 LED 10W 830 DIM 10 W/830 530 lm A2SLAA 1/30 6435200172518

4207579 IP44 LED 10W 830 10 W/830 530 lm A2SLAC 1/30 6435200172501

4207582 IP44 LED 20W 830 DIM 20 W/830 1200 lm A2SLBA 1/16 6435200172525

4207583 IP44 LED 20W 840 DIM 20 W/840 1280 lm A2SLCA 1/16 6435200172532

SLIM SUUNNATTAVAT MALLIT KOODI/CODE M-ERÄ EAN 

4207339 IP44 LED 10W 830 DIM 10 W/830 530 lm A2SLDA 1/30 6435200177575

4207340 IP44 LED 10W 830 10 W/830 530 lm A2SLDC 1/30 6435200177599

Valmistaja | Tillverkare | Manufacturer: 
Oy Airam Electric Ab, Sementtitehtaankatu 6, FI-04260 Kerava, Finland, www.airam.fi
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