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CU450 SPLIT ECO
Product code: 12600100

Dimensions

Exterior 
dimensions, 
warm part 

W590 x H690 
x D315 mm

Exterior 
dimensions, 
cold part

W537 x H360 
x D221 mm

Weight, 
warm part 27 kg

Weight, 
cold part 8.5 kg

Power cable 2.6 metres

Miscellaneous

Defrosting Automatic

Water 
overflow 
system

Connect hose 
to drainage 

hose

Insulation Polyurethane 
foam, non-CFC

Coolant R290

Capacity Up to 10,000 
litres

Maximum 
tubing length

Max. 10 
metres

Temperature

Thermostat 
settings

2–18˚C 
(standard 5˚C)

Ambient 
temperature 16–38˚C

Energy

Maximum 
output Max. 500 W

Lighting LED 6.5 W

Volts/Hz 220–240 V AC 
50 Hz

CU450 SPLIT ECO

We have 30 years of experience in the 
production of cooling units – and our units 
are now better than ever. A cooling unit is a 
smart investment because it can be used for 
refrigerating both food and wine.
 
A split cooling unit is different to normal 
cooling units in that it consists of two 
elements. The cooling element is separate 
and the heating element can be installed 
somewhere other than the cold room – in a 
basement or a loft, for instance.
 
• Thermostat for both food and wine
• Temperature range 2–18°C 
• Energy- and eco-friendly
• Digital display and LED lights
• Easy to clean, with service alarm

Must be installed by a certified refrigeration 
technician 

10 113. Dimensions and technical specification

CU-450 Spilt ECO cold element 
Evaporator element

External dimensions, 
warm element

w590 x h690 x d315mm

External dimensions, 
cold element

w537 x h360 x d221mm

Power Max. Max. 500W

Lighting 6.5W LED

Defrost Automatic

Coolant R290

Net weight  
cold element

8.5 kg

Net weight 
warm element

27 kg

Power cable length 2.6 m

Compressor Cubigel NUY80RA1

Volt/Hz 220-240V AC 50Hz

Capacity Up to 10,000 litres

Thermostat setting 2-18°C (default 5 °C)

Ambient temperature 16-38°C

Unit cold element installed on wall

4. Pre-installation

First, unpack the cabinet and check it for any transport damage. Do not use a
damaged cooling unit. In the event of damage, please contact the shipping com-
pany and make sure that the damage is noted on the consignment note. Check 
that all the items on the item list are present. Contact the manufacturer in the 
event of damage or missing parts.

Do not locate the unit directly opposite the door as this can cause condensation
on the magnetic seals.

The unit is fitted with a defrost timer. This ensures that the evaporator melts the
frost every 210 minutes. Defrost water must be drained to a collection tank, drum
or the like. Can also be connected to a drain.

NOTE: Remember a water lock if connecting to a drain.
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